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 1.0 DIMENSIONAL DRAWING                                                               
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 2.0 BLOCK DIAGRAM                             3.0 PIN ASSIGNMENT                     
 

 
 

 4.0 ELECTRICAL CHARACTERISTICS Ta=25 ºC VDD=3.0V±0.25V                            
 

Standard Value Item Symbol Test Condition Min. Typ. Max. Unit 
Power Supply Voltage VDD-VSS 25°C 2.75 3.0 3.25 V 

TN - 3  V LCD Operation Voltage VOP 25°C STN - - - V 
LCM Current Consumption IDD - 2 3 mA 
Backlight Forward Voltage VF 25°C - 3 - V 

 

 5.0 ABSOLUTE MAXIMUM RATINGS                                                        
 

Standard Value Item Symbol Test Condition Min. Max. Unit 
Supply Voltage (Logic) VDD-VSS -0.3 5.5 V 
Supply Voltage (LCD) VDD-VO -0.3 5.5 V 
Input Voltage VIN 

25°C 
-0.3 VDD+0.3 V 

Operating Temp. TOPR - -25 75 °C 
Storage Temp. TSTG - -35 85 °C 

 

Remark  
1. LCD option: TN,STN,FSTN.        2. Customized module. 
 

Pin no. Symbol Function 

1 /CS Chip select input 

2 VDD Power supply (+) 

3 /WR Write  clock input 

4 VSS Power supply (GND) 

5 DATA Serial data input/output 


